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For multi-image or large scale high resolution video walls,
GVision offers advanced PC based video wall controllers 
from Datapath™ and Seneca™.
Multiple video inputs can easily be displayed on the video
wall simultaneously. Each input is sized and placed any
where on the video wall. The video control software is
Windows™ based and is perfect for command centers or
digital signage applications.
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Video wall mounting options include standard wall 
mounts, scissor mounts, swing door mounts, floor 
stands and pedestal mounts. In addition, GVision can 
provide custom mounting, designed to fit your 
exact specifications.
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With an all metal chassis, fan-less design, 
and commercial grade LCD panel, GVision’s 
video wall monitors are designed to last for 
years, under rigorous conditions.
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Part Number VW49CD-OD-400G3 VW49CD-OD-400G1 VW55CD-OD-400G3 VW55CD-OD-400G1

Display Size 49" Diagonal 49" Diagonal 55" Diagonal 55" Diagonal

Bezel to Bezel Width 3.5mm 
(2.25mm L/T, 1.25mm R/B)

1.8mm 
(0.9mm L/R/T/B)

3.5mm 
(2.25mm L/T, 1.25mm R/B)

1.8mm 
(0.9mm L/R/T/B)

Panel Brightness 450 nits 500 nits 500 nits 500 nits

Contrast Ratio 1300:1 1300:1 1400:1 1400:1

Dynamic CR 500000:1 500000:2 500000:1 500000:1

Power Consumption 220W Max 220W Max 280W Max 280W Max

MTBF 50,000 Hours 50,000 Hours 60,000 Hours 60,000 Hours

Humidity 10%~90% 10%~90% 10%~80% 10%~80%

Temperature
(Operating)

32˚F ~ 122˚F
(0˚C ~ 50˚C)

32˚F ~ 122˚F
(0˚C ~ 50˚C)

32˚F ~ 104˚F
(0˚C ~ 40˚C)

32˚F ~ 104˚F
(0˚C ~ 40˚C)

Dimensions 
(W x H x D)

42.4 x 23.9 x 4.1in
(1077.6 x 607.8 x 104mm)

42.3 x 23.9 x 4.3in
(1075.6 x 605.8 x 109mm)

47.8 x 26.9 x 4.1in
(1213.5 x 684.3 x 103.2mm)

47.7 x 26.9 x 4.0in
(1211.9 x 682.7 x 100.9mm)

Weight 68.3lb (31kg) 68.3lb (31kg) 77.2lb (35kg) 77.2lb (35kg)

Native Resolution

Aspect Ratio

LCD Technology

Viewing Angle

Video Inputs / Outputs

Communication

Audio

Built-in Processor

Maximum Daisy Chain

Auto Pixel Shift

White Balanced

Cooling

Temperature Sensor

Vesa Mount

Included Accessories

Input Power

Enclosure Material

Warranty

Part Number VWC-N VWC-A VWC-S VWC-D

Video Inputs 4 8 4 to 32 4 to 16

Outputs to Monitors 1 2 4 to 32 4 to 16

Wall Display Format Quad / PIP Customizable
(Any size, Any Location)

Customizable
(Any size, Any Location)

Customizable
(Any size, Any Location)

Options NA Redundant Power Supply RPS, 
Choice of CPU's &HDD's

RPS, 
Choice of CPU's &HDD's

Part Number VW-S VW-SD VW-FS VW-C

Mount Type Scissor Swing Door Floor Stand Custom Design

Matrix Option Yes Yes - -

Mounting Options

Video Wall Controller

Remote Control, Power Cable, HDMI Cable, RS-232C Cable, User Manual

3 Year

All Metal Black Enclosure

HDMI (1/1) / DisplayPort (1/0)

1920 x 1080

16:9

178° H / 178° V

LCD Monitor

Commercial grade IPS

10 W x 2

Yes

100-240V AC 50/60 Hz

600 x 400mm

Yes

10 x 10

Passive

Yes

LCD Video Wall System Specifications

Yes

RS-232C (In / Out)


